INSULATED BI-FOLD DOOR
PRE - ENGINEERED
STEEL MOUNT

EXAMPLE DRAWING
(NOT TO SCALE)

FOR REFERANCE ONLY - STEEL BUILDING SUPPLIER TO SIZE BUILDING, HEADER &

JAMBS TO SUPPORT THE WEIGHT OF THE BI-FOLD DOOR

AR

—

I-BEAM JAMBS

£ &
Q‘?‘)\\P \Lo\& ‘z??o &
& &% %
S S £
5>
L <
zZ P4 7
z % % z
= =
= S a2l | F>—23
e} O 7 O e} — |
/O [a1] @dh o (&] \\
=T [ |a 2 =) o [ S ——_—
TEELGIRT E STEELGIRT. ('7) TEELGIRT '(7) TEELGIRT E TEEL GIRT. -
‘ T o mr
D-1 2 m
- S
! é w §®
x O %< RS
Sg 92 3k
D-2 g T < oW
| o Lo qQlw m%
> Q wo SO
s &g NEE 555 |
o |8 clnﬂel M=y g=d g
S 25 TGO S <
x Ly w EI': 2
<t Wy [SXe} OO§ =
w SO Q = Eag z
[SXe] oo
© o3 R AR < 2
£
(@]
Q
2
Finished Floor

\ CLEAR OPENING
DISTANCE FROM INSIDE EDGE OF DISTANCE FROM INSIDE EDGE OF
I-BEAM TO BUILDING SHEETING

A-1
I-BEAM TO BUILDING SHEETING

A-2

DISTANCE TO HOLD SHEETING BACK

DRAWING

IPB1

ON PRE - ENGINEERED STEEL BLD.| NUMBER

INSULATED - BI-FOLD DOOR

FAX:

701-277-8961

PHONE :

1-800-921-7008

IDLAND

DOOR SOLUTIONS

>

e
v

1021-7th ST NE

WEST FARGO, ND 58078




TOP VIEW DOOR JAMB !

EXTERIOR
SHEETING.

7\

ARE DESIGNED TO CARRY INWARD FORCE

NOT TO SCALE

DOOR FRAME

awn [ "
DOOR & § VERIFY" FLANGE & WEB OF W-BEAM
E;{%H_Cég % O /[ (FROM ROLLERS ON BI-FOLD DOOR

A ,
INTERIOR LINER SHEETING

F = DISTANCE OF ROLLER FROM EDGE OF W-BEAM FLANGE J

I-BEAM JAMBS - BY STEEL BUILDING
MUST BE DESIGNED & SIZED TO SUPPORT

STEEL WALL

| F GIRT BY BUILDING

— SUPPLIER

THE FORCES EXERTED BY THE DOOR

A = CLEAR OPEN JAMB WIDTH

A

1/2" BOLT OR
WELD AT EACH
HINGE LOCATION

V

BETWEEN COLUMNS

D-2

A

HINGES

Y

STUB LOCATIONS

D-1

STUB LOCATIONS

HEADER TUBE CONTINUOUS
UNDER STUB COLUMNS

RPN

SHEETING \
% 4 *rwx(\@ w

oot

TOP VIEW DOOR

NOT TO SCALE

A1

SIDE TRIM
_.“

A\

@]
1

z‘ﬁﬁf.&“‘ DOOR FRAME Q‘HIQA”-: IFOL

HEADER TUBE BY STEEL BLD. SUPPLIE

D'EOOR FRAME 4\4\1\2

TEEL GIRTS BY STEEL BLD

STEEL WALL
IRT BY BUILDING

STUB COLUMNS

BY STEEL BUILDING CONTRACTOR

PLACE AT SPECIFIED HINGE LOCATIONS.
MUST BE DESIGNED & SIZED TO SUPPORT
THE FORCES EXERTED BY THE DOOR

BY STEEL BUILDING CONTRACTOR
MUST BE DESIGNED & SIZED

TO SUPPORT THE FORCES
EXERTED BY THE DOOR

I-BEAM JAMBS -
BY STEEL BUILDING CONTRACTOR
MUST BE DESIGNED & SIZED

TO SUPPORT THE FORCES
EXERTED BY THE DOOR

-4‘»
¥

2« (N
=o N
£3 O
Al
9 —
ol S
— oo
w
SIS
O WX &
alal ¥
DLU L M~
= 0
O
L W
grz| 3
o”?g <
DDLU..‘L
=W 6
L wlz -
=< o
>_|DC O o
o 2% (TP
ODzZ|a «
FZ0
Ql°
= o
<)o 5
|~Lu°o
<Dz"£
~ |-
‘lowz_
Ql«lco
‘n::gg
Olay <
olow
A
7
Ll
=




B-2

B-3

BUILDING SHEETING
DOUBLE ANGLE

TOP RUBBER SEAL
CAULK TRIM AT TOP OF DOOR

J-TRIM

SSRSSEIRERSR
V O

4 << BIFOLD

oS!
S—

TOP OF FINISHED FLOOR TO TOP OF HINGE ANGLE

EXTERIOR
SHEETING

P

N\
\\\\\\\\\\\\\\\\\5\\\\\\\\§\\§\\\\'
o \234

A
\\\\\\\\\\\\\\\\\\“\\\\\\\\\\\\\\\\\}\\\\\\\\\\\\\'
— U\
o R

DRAWING
NUMBER

IPB3

SHEETING
DOOR SEAL

EXTERIOR
FINISHED FLOOR

BASE TRIM

AN
\\\\\\\\\\\\\\\\\\\\\\\\\\\

ey
A

FAX:

701-277-8961

% N4 P
//\/ ////G'la'laals;é ///g P e

PRE-ENG. STEEL MOUNT - SIDE VIEW DOOR

NOT TO SCALE

STEEL GIRT BY
STEEL BUILDING

o

anvr NV3a-|

v

~d3I7ddNS ONIATING 1331S A9 INVHANIVIN 133LS

>
mz
oz
S
T 3
Cﬂ_,
X i
gy
XC/J

B

CLEAR OPENING

B-1

TOP OF FINISHED FLOOR TO BOTTOM OF BUILDING STUB COLUMNS

ON PRE-ENGINEERED STEEL BLD.
PHONE :

STEEL MOUNT - SIDE VIEW
INSULATED - BI-FOLD DOOR

1-800-921-7008

IDLAND
DOOR SOLUTIONS
1021-7th ST NE

4
WEST FARGO, ND 58078

3
v




	Sheets and Views
	8.5x11 IPB1

	Bi-Fold - Pre Eng Build Steel Mount - Insulated - IPB3.pdf
	Sheets and Views
	8.5x11 IPB3


	Bi-Fold - Pre Eng Build Steel Mount - Insulated - IPB2.pdf
	Sheets and Views
	8.5x11 IPB2



